


  

Dai pali di legno modellati 
dallo scorrere del tempo 
e dell’acqua, Dolphin 
raccoglie l’ispirazione 
grafica unita alla vocazione 
per il colore, che si 
trasforma in graffiature e 
pennellate a contrasto.

Dolphin gets the graphic 
inspiration from wooden 
poles modeled by time and 
water; combined with the 
vocation for the color,
it turns into scratches
and contrasting
brushstrokes.



Il binomio legno e colore 
di Dolphin si definisce 
attraverso diverse tipologie 
di listoni di grandi 
dimensioni: 40x170, 20x170, 
20x120, declinati in 
6 morbide essenze.
La versione strutturata Aged 
arricchisce di realistica 
materia la progettazione 
mentre gli Snip ed i Listoni 
Paint svelano scorci 
improvvisi di colori intensi.

The combination of wood and 
color of Dolphin is defined 
by different types of long 
planks: 40x170, 20x170, 
20x120, declined in 6 soft 
essences.
The textured finishing 
Aged enriches the series 
with realistic materia, 
while the Snip and 
Listoni Paint reveal 
sudden glimpses of intense 
colors.
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floor: Clay rett. 20x120 - 20x170, Listone Clay Paint Mix 3 20x120, wall: DO UP Street White matt 60x120
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external floor: Aged Oak rett. 20x120, external wall: Aged Grey rett. 20x120 floor: Oak rett. 20x120, Gradone Oak 32x120
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floor: Clay rett. 20x120 - 20x170, Oak rett. 20x120 - 20x170 wall: DO UP Street White matt rett. 60x120, Dec. Kids Mix 3 60x120
floor: Unika Smoke rett. 60x120, Game Smoke rett. 60x60 wall: Coal rett. 20x120
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floor: Coal rett. 20x120 - 20x170 wall: DO UP Street Black matt rett. 60x120
floor: Coal rett. 40x170 wall: Grey rett. 20x170, Coal rett. 20x170, Clay rett. 20x170, Oak rett. 20x170
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floor: Coal Sestino 7x28 wall: DO UP Memory rett. 60x120
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wall: Moon rett. 20x120 - Tozz. Snip Paint mix 6 
floor: Moon rett. 20x120 - 20x170
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stair: Gradone Grey 32x120
floor: Grey rett. 20x120, Gradone Grey 32x120
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floor: Unika Grey rett. 60x120 wall: Grey rett. 20x120, Listone Grey Enamel mix 3 20x120
wall: Aged Milk rett. 20x120
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floor: Milk rett. 20x120 - 20x170
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floor: Dolphin Moon rett. 20x120 - 20x170 wall: DO UP Cover Sabbia rett. 60x120, Dec. Cover Spring 60x120
floor: Dolphin Clay rett. 20x170 wall: DO UP Street Black Matt rett. 60x120, Dec. Street Class Black Mix 2 60x120
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floor: Dolphin Oak rett. 20x170 wall: DO UP Cover Sabbia rett. 60x120, Dec. Cover City 60x120
floor: Dolphin Grey rett. 20x120 - 20x170 wall: DO UP Cover Neutral rett. 60x120, Street Black Matt rett. 60x120, Prog. Cover Love 120x240
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28
29



40x170
 2

DO
LPH

IN
 M

ILK
DPR56050

rett.

20x170
 3

DO
LPH

IN
 M

ILK
DPR55050

rett.

20x120
 4

DO
LPH

IN
 M

ILK
DPR35050

rett.

20x120
 4

DO
LPH

IN
 M

ILK
DPR35500

aged rett.

CLAY

40x170
 2

DO
LPH

IN
 C

LAY
DPR56100

rett.

20x170
 3

DO
LPH

IN
 C

LAY
DPR55100

rett.

20x120
 4

DO
LPH

IN
 C

LAY
DPR35100

rett.

20x120
 4

DO
LPH

IN
 C

LAY
DPR35650

aged rett.

MILK

GRES PORCELLANATO A MASSA COLORATA
FULL BODY COLOURED PORCELAIN STONEWARE

GRES PORCELLANATO A MASSA COLORATA
FULL BODY COLOURED PORCELAIN STONEWARE
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40x170
 2

DO
LPH

IN
 O

AK
DPR56150

rett.

20x170
 3

DO
LPH

IN
 O

AK
DPR55160

rett.

20x120
 4

DO
LPH

IN
 O

AK
DPR35150

rett.

7x28
 50

DO
LPH

IN
 O

AK SESTIN
O

DPR35160
rett.

20x120
 4

DO
LPH

IN
 O

AK
DPR35550

aged rett.

40x170
 2

DO
LPH

IN
 M

O
O

N
DPR56200

rett.

20x170
 3

DO
LPH

IN
 M

O
O

N
DPR55200

rett.

20x120
 4

DO
LPH

IN
 M

O
O

N
DPR35200

rett.

20x120
 4

DO
LPH

IN
 M

O
O

N
DPR35700

aged rett.

MOON
OAK
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40x170
 2

DO
LPH

IN
 G

REY
DPR56250

rett.

20x170
 3

DO
LPH

IN
 G

REY
DPR55250

rett.

20x120
 4

DO
LPH

IN
 G

REY
DPR35250

rett.

20x120
 4

DO
LPH

IN
 G

REY
DPR35600

aged rett.

40x170
 2

DO
LPH

IN
 C

O
AL

DPR56300
rett.

20x170
 3

DO
LPH

IN
 C

O
AL

DPR55300
rett.

20x120
 4

DO
LPH

IN
 C

O
AL

DPR35300
rett.

7x28
 50

DO
LPH

IN
 C

O
AL SESTIN

O
DPR35310

rett.

20x120
 4

DO
LPH

IN
 C

O
AL

DPR35750
aged rett.

COAL
GREY
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FULL BODY COLOURED PORCELAIN STONEWARE
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FO
RM

ATO
 N

O
M

IN
ALE

N
O

M
IN

AL SIZE
FO

RM
ATO

 REALE
REAL SIZE

 Thickness
 Pcs/Box

 M
q/Box

 Kg/Box
 Box/Pallet

 M
q/Pallet

 Kg/Pallet

40x170 / 16”x68” rett.
40x170

9
2

1,36
27,00

28
38,08

800

20x170 / 8”x68” rett.
19,9x170

9
3

1,02
21,00

42
42,84

900

20x120 / 8”x48” rett.
19,9x119,4

9
4

0,96
18,20

54
51,84

1008

7x28 / 3”x11” rett.
-

9
50

0,98
19,00

-
-

-

IMBALLI / PACKAGING

L’unità m
inim

a di vendita per tutti gli articoli (fondi, decori e pezzi speciali) è la scatola com
pleta.  / The m

inim
um

 sales quantity for all item
s (plain tiles, decorations and special trim

s) is one full box.
Pezzi speciali e decori per effetto delle lavorazioni, possono presentare variazioni di tonalità.  / Due to w

orking process special trim
s and decors, m

ay show
 variation in tonality.

SIGILLANTI COORDINATI PER FUGHE / COORDINATED GROUT SEALANTS

C
O

DIC
E SIG

ILLAN
TE

SEALAN
T C

O
DE

ABBIN
AM

EN
TO

M
ATC

H
IN

G

SI218B krom
os m

anhattan 0-8
Dolphin m

oon / grey / m
ilk

SI220B krom
os antracite 0-8

Dolphin coal/ oak

SI238B krom
os tabacco 0-8

Dolphin clay

PEZZI SPECIALI / SPECIAL TRIMS

M
ILK

CLAY
O

AK
M

O
O

N
G

REY
CO

AL

BATTISC
O

PA rett.
6,5x120        
                     

 6
DPR35051

DPR35101
DPR35151

DPR35201
DPR35251

DPR35301

ELEM
EN

TO
 L

15x60x4 
                    

 4

DPR35501
M

ILK AG
ED

DPR35651
C

LAY AG
ED

DPR35551
O

AK AG
ED

DPR35701
M

O
O

N
 AG

ED
DPR35601

G
REY AG

ED
DPR35751

C
O

AL AG
ED

G
RADO

N
E TO

P rett.
32x120x3x3         
                      

 1
DPR35052

DPR35102
DPR35152

DPR35202
DPR35252

DPR35302

20x120
 3

LISTO
N

E C
LAY PAIN

T M
IX 3

DPR35105
rett.

20x120
 3

LISTO
N

E G
REY EN

AM
EL M

IX 3
DPR35255

rett.

20x15
 6

SN
IP PAIN

T M
IX 6 (5x20+10x20+15x20)

DPR35106
rett.

DECORI
DECORS

SCHEMA DI POSA
INSTALLATION PATTERNS

220x120
41,40 %

20x170
58,60 %

7x28
100 %

1( M
O

DULO
 FISSO

 )

20x120
50 %

20x170
50 %

3( A
 FILE A

LTERN
ATE )

120
120

120
120

170
170

170
170
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NUOVI SISTEMI DI POSA
NEW LAYING SYSTEM

All’interno delle proprie collezioni più prestigiose ABK dà spazio ai grandi form
ati rettificati 40x170, corredati dai sottom

ultipli 20x170 e 20x120. La 
produzione di questi form

ati avviene utilizzando m
aterie prim

e ad elevata plasticità, che perm
ettono di ottenere lastre particolarm

ente flessibili. Q
uesta 

flessibilità si traduce in un m
inim

o grado di convessità che ne facilita la posa, consentendone una m
aggiore adattabilità alle condizioni del sottofondo. Una 

volta posate sul m
assetto queste piastrelle si auto-livellano per il loro stesso peso. L’installazione risulta più sem

plice e, indipendentem
ente dallo schem

a di 
posa, la superficie risulterà sem

pre perfettam
ente planare.

In its m
ost prestigious collections, ABK also includes large ground slabs sized 40x170, com

plete w
ith m

atching sm
aller tiles sized 20x170 and 20x120. 

These larger sizes are produced using raw
 m

aterials characterised by high plasticity, w
hich enables the slabs to be particularly flexible. This flexibility transla-

tes into a m
inim

um
 level of convexity w

hich facilitates installation, enabling greater adaptability to substrate conditions. W
hen laid on the screed, these tiles 

self-level due to their ow
n w

eight. Installation is easier and, irrespective of the laying pattern, the surface w
ill alw

ays be perfectly level.

Tutti i prodotti Auto-Leveling possono essere m
ontati seguendo il sistem

a Insta-Tile, un nuovo m
etodo di posa a secco che consiste nel fissaggio del 

m
ateriale direttam

ente sul pavim
ento preesistente, senza alcuna opera di dem

olizione. Si inizia posizionando l’apposito tappetino dello spessore 
di circa 2m

m
 tra il pavim

ento e la lastra auto-livellante e, m
antenendo una distanza di 5m

m
 da tutte le pareti interessate, si prosegue con la posa 

delle piastrelle, senza creare alcun tipo di fuga tra una e l’altra, praticando tutti i tagli necessari fino a coprire com
pletam

ente il vecchio pavim
ento. 

A questo punto si procederà con l’inserim
ento del profilo stabilizzante che andrà a colm

are la distanza lasciata dai m
uri per tutto il perim

etro per 
rendere com

pletam
ente stabile il nuovo pavim

ento, la cui superficie risulterà perfettam
ente planare anche senza l’utilizzo di colle e sigillanti.

Il pavim
ento Insta-Tile potrà così essere facilm

ente rim
osso e recuperato in qualsiasi m

om
ento.

Per m
aggiori inform

azioni sulla tecnologia Auto-leveling e sul sistem
a di posa Insta-Tile puoi effettuare il dow

nload del film
ato ufficiale di presentazione su w

w
w.abk.it

All Auto-Leveling products can be installed follow
ing the Insta-Tile system

, a new
 dry installation m

ethod w
hich consists of fixing the m

aterial directly to the 
existing floor, w

ithout the need for any dem
olition w

ork. First of all, the specially designed 2-m
m

 thick m
at is laid betw

een the floor and the self-levelling slab 
then, leaving a distance of 5 m

m
 from

 all perim
eter w

alls, the tiles are laid w
ithout any joints in betw

een, m
aking all the cuts necessary to com

pletely cover 
the existing floor. N

ext, the stabilising edging is fitted, filling the distance left betw
een the edge of the tiles and the perim

eter w
alls: this m

akes the new
 floor 

com
pletely stable and the surface perfectly level, even w

ithout the use of adhesives and sealants. The Insta-Tile floor can thus be easily rem
oved and recovered 

for use elsew
here as and w

hen required.  

For further inform
ation on Auto-leveling technology and the Insta-Tile installation system

, dow
nload the official presentation video on the w

ebsite w
w

w.abk.it
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O
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E
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E N

O
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VALO
RE ABK 

ABK VALUE
naturale

VALO
RE ABK 

ABK VALUE
aged
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ELO
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C

E
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 ISO
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RIC

H
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G
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FRO

ST PRO
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F
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G
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O
F

C
O

EFFIC
IEN

TE D’ATTRITO
 DIN
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IC

O
DYN
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IC

 FRIC
TIO

N
 C

O
EFFIC

IEN
T

B.C
.R.A. C

.A.
µ 0,19 SC

IVO
LO

SITÀ PERIC
O

LO
SA - DAN

G
ERO

USLY SLIPPERY
0,20 < µ < 0,39 SC

IVO
LO

SITÀ EC
C

ESSIVA - EXC
ESSIVELY SLIPPERY

0,40 < µ  < 0,74 ATTRITO
 SO

DDISFAC
EN

TE - SATISFAC
TO

RY G
RIP

µ 0,75 ATTRITO
 EC

C
ELLEN

TE -  EXC
ELLEN

T G
RIP

 > 0,40
 > 0,40

B.C
.R.A. G

.B.
 > 0,40

 > 0,40

C
O
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IEN

TE D’ATTRITO
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O
C

O
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IEN
T O

F STATIC
 FRIC

TIO
N
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 C
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> 0,60 DRY
> 0,60 DRY
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ET

> 0,60 W
ET
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M
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CARATTERISTICHE TECNICHE TECHNICAL CHARACTERISTIC
C

LASSIFIC
AZIO

N
E SEC

O
N

DO
 N

O
RM
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I EN

 14411 (ISO
 13006) ALLEG

ATO
 G

-G
ruppo Bla

C
LASSIFIC

ATIO
N

 IN
 AC

C
O

RDAN
C

E W
ITH

 UN
I EN

 14411 (ISO
 13006) AN

N
EX G

-G
roup Bla

aspetto uniform
e

uniform
 appearance

V1

lieve variazione
slight variation
V2

m
oderata variazione

m
oderate variation

V3

forte variazione
substantial variation
V4

VARIAZIO
N

E C
RO

M
ATIC

A
SH
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N
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N
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 G
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 Q
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LITA’ ECO
-SO

STEN
IBILE.

Da azienda sensibile alle tem
atiche am

bientali, A
BK si è sem

pre preoccupata di m
antenere i param

etri che regolano i processi industriali al di sotto delle norm
ative, 

com
posto al 40%

 m
inim

o da m
ateriale riciclato recuperato da altre lavorazioni industriali. ECO

-BO
DY è ufficialm

ente certificato per recepire gli standard LEED 
(Leadership in Energy and Environm

ental Design) il sistem
a di rating internazionale delle perform

ance am
bientali che in edilizia prom

uove la progettazione sostenibile 
riguardante l’intero edificio per ridurne l’im

patto am
bientale per tutto il suo ciclo di vita. Tutte le collezioni A

BK che utilizzano questo speciale im
pasto certificato, 

riportano nella pagina riepilogativa l’esclusivo logo ECO
-BO

DY, che oltre ad indicare il 40%
 m

inim
o di m

ateriale riciclato, ne evidenziano la com
patibilità col sistem

a 
di crediti LEED. 
A

BK è m
em

bro di G
REEN

 BUILDIN
G

 CO
UN

CIL ITA
LIA

, l’associazione italiana dei leader che operano per trasform
are il m

ercato dell’edilizia verso la sostenibilità 
am

bientale e per costruire com
unità vivibili. I soci G

BC Italia prom
uovono la responsabilità am

bientale, econom
ica e sociale innovando il m

odo in cui gli edifici sono 
progettati, realizzati e utilizzati.

THE FUTURE O
F G

REEN
 BUILDIN

G
 IS G

UA
RA

N
TEED BY ECO

-SUSTA
IN

A
BLE Q

UA
LITY.

As a company that cares deeply about environmental issues, ABK has alw
ays endeavoured to keep its parameters below

 the legal limits for manufacturing processes, utilising a minimum of 
40% recycled material recovered from other industrial processes. ECO

-BO
DY is officially certified for access to LEED (Leadership in Energy and Environmental Design) credits, the international 

rating system for environmental performance w
hich promotes sustainable design in the construction industry w

ith a view
 to reducing the overall environmental impact of buildings over their 

entire life cycle. 
All ABK collections made w

ith this special certified mix are identified in the contents page w
ith the exclusive ECO

-BO
DY logo, w

hich in addition to indicating a minimum of 40% recycled 
material, underlines the product’s compatibility w

ith the LEED credits system. ABK is a member of Italian G
REEN

 BUILDIN
G

 CO
UN

CIL, the association of top players w
orking to transform 

the building market tow
ards sustainability and to build liveable communities. G

BC Italian members promote environmental, economic and social responsibility, innovating buildings in terms 
of  engineering, design, manufacturing and use.
The system

 is based on credits aw
arded for each of the sustainability requirem

ents m
et by the building. The sum

 of the credits determ
ines the level of certification obtained.

Although LEED certification is aw
arded to buildings and not single products, ceram

ic tile products contribute to the achievem
ent of LEED credits.

La rip
rod

uzione d
ei colori è ap

p
rossim

ativa.
C

olour rep
rod

uction ap
p

roxim
ate.

ABK G
roup Industrie C

eram
iche s.p.a.

via S.Lorenzo N
.24/a - 41034 Finale Em

ilia - M
odena  Italy 

tel. 0535 761311 - fax 0535 761320/92800/761351

EC
O

-B
O

D
Y

R
EC

YC
LED

40
%
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